
 
 
 
 

 

Declaration of Conformity 
 

for sealing ribbon 

 

KEMABAND TACK 12 
 

 

Self-adhesive, rubber-coated, butyl-based ribbon, width 120 mm. Waterproof, elastic 

even at low temperatures, resistant to alkaline substances, acids and salts. For sealing-

off joints and dilatation joints in bathrooms, laundries or moisture-exposed surfaces 

with the waterproof coatings system HIDROSTOP ELASTIK, HIDROSTOP 94 and 

HIDROSTOP DP and declared with technical properties from technical data sheet. 

 

Manufacturer and the authorized representative established within the European Economic 

Area: 

KEMA Puconci d.o.o. 

Puconci 109, 

9201 Puconci, 

SLOVENIA 

 

herewith declare that the product KEMABAND TACK 12 

          is controlled in accordance with existent foreign and national standards framed, within  

 internal quality control of production. 

 

 

 In accordance with test report: 

    No. 5153/834/11 from 4
th

 July 2011 

 

 Issued by: 

 Name and address of the testing laboratory: 

Materialprüfanstant (MPA) für das Bauwesen, Beethovenstraβe 52, D-38106 

Braunschweig 

 

   

Puconci, 14.09.2011  Mark    Development and quality director: 

                                         Stanko Polajner, B.S.C. 

 

  

 


